
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SINGLE MALE CABLE 

COUPLER IP67 

 

Single male/female cable coupler is compatible with MC4 connectors and is suitable with solar power cable 

H1Z2Z2-K with cross section 2.5mm2; 4mm2 and 6mm2.  

Quickly and reliable connection of the solar cables to the photovoltaic panels. 

 

TECHNICAL DATA » 

 Rated voltage: 1000V 

 Rated current: 30A 

 Test voltage: 6KV (50Hz) 

 IP code: IP67 

 Contact material: Copper, silver plated 

 Operating temperature: -40 to +125°C 

 Suitable cable cross section: 2.5mm2; 4mm2 and 6mm2 

 Range of cable glands: 3-6mm 

 

 

 

 



 
 
 
 

elmarkholding.eu 

TECHNICAL SPECIFICATION SHEET 

 

PRODUCT DETAILS » 

Type Range of cable 
glands (mm) 

Conductor cross 
section (mm²) 

Catalogue number 

Single male/female 
couplers, SET 

3-6 4/6 411078/MF 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

ADDITIONAL INFORMATION » 

Catalogue  
number 

Barcode Packing  
 

411078/MF 3800131234261 1/5 
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